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HP 3D High Reusability PA 12
Strong, lowest cost,  quality parts
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Produce strong, functional, detailed 
complex parts

• Robust thermoplastic produces high-
density parts with balanced property 

• Provides excellent chemical 
resistance to oils, greases, aliphatic 

• Ideal for complex assemblies, 
housings, enclosures, and watertight 

• 
meets USP Class I-VI and US FDA 
guidance for Intact Skin Surface 

Quality at the lowest cost per part

• Achieve the lowest cost per part  and 

• 
powder batch after batch and get 
functional parts, no throwing away 

• Get consistent performance while 
achieving 80% surplus powder 

• 
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Engineered for HP Multi Jet Fusion 
technology

• Designed for production of functional 

• Provides the best balance between 

• Achieves watertight properties 
without any additional post-

• 



Learn more at 
hp.com/go/3DMaterials

Category Measurement Value Method
General properties Powder melting point (DSC) 187°C/369°F ASTM D3418

Particle size 60 µm ASTM D3451
Bulk density of powder 3 3 ASTM D1895
Density of parts 3 3 ASTM D792

Mechanical properties Tensile strength, max load,9 XY, XZ, YX, YZ 48 MPa/6960 psi ASTM D638
Tensile strength, max load,9 ZX, ZY 48 MPa/6960 psi ASTM D638
Tensile modulus,9 XY, XZ, YX, YZ 1800 MPa/261 ksi ASTM D638
Tensile modulus,9 ZX, ZY 1800 MPa/261 ksi ASTM D638
Elongation at break,9 XY, XZ, YX, YZ 20% ASTM D638
Elongation at break,9 ZX, ZY 15% ASTM D638
Flexural strength (@ 5%),10 XY, XZ, YX, YZ 70 MPa/10150 psi ASTM D790 
Flexural strength (@ 5%),10 ZX, ZY 70 MPa/10150 psi ASTM D790 
Flexural modulus,10 XY, XZ, YX, YZ 1800 MPa/261 ksi ASTM D790
Flexural modulus,10 ZX, ZY 1800 MPa/261 ksi ASTM D790 

ASTM D256 Test Method A
ASTM D256 Test Method A

Shore Hardness D, XY, XZ, YX, YZ, ZX, ZY 80 ASTM D2240
Thermal properties 175°C/347°F ASTM D648 Test Method A

175°C/347°F ASTM D648 Test Method A
95°C/203°F ASTM D648 Test Method A
95°C/203°F ASTM D648 Test Method A

Reusability Refresh ratio for stable performance 20%
Accuracy

Dimensional accuracy ±0,2%11

Recommended environmental conditions Recommended relative humidity 50-70% RH
USP Class I-VI and US FDA guidance for Intact Skin Surface Devices, RoHS,12 EU REACH, PAHs, UL 94, UL 746A , Statement of 
Composition for Toy Applications
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HP 3D High Reusability 
PA12 Production Material

HP 3D High Reusability 
PA1213

Product number V1R10A V1R16A V1R34A V1R20A
Weight
Capacity 30L14 300L14 300L14 1400L14

Dimensions (xyz) 600 x 333 x 302 mm 800 x 600 x 1205 mm 800 x 600 x 1205 mm 1143 x 1143 x 1500 mm
Compatibility

Printing Solution Printing Solution Solution Solution

cost per part is half the average cost of comparable fused deposition modeling (FDM) and selective laser 

per day/5 days per week over 1 year of 30 cm3

Solution average printing cost per part is 65% lower versus the average cost of comparable FDM and SLS 
printer solutions from $100,000 to $300,000 USD and is 50% lower versus the average cost of comparable 

per day/5 days per week over 1 year of 30 cm3

to USP Class I-VI including irritation, acute systemic toxicity, and implantation; cytotoxicity per ISO 10993-5, 
Biological evaluation of medical devices–part 5: Tests for in vitro cytotoxicity; and sensitization per ISO 

It is the responsibility of the customer to determine that its use of the fusing and detailing agents and 
powder is safe and technically suitable to the intended applications and consistent with the relevant 

information, see 

Fusion technology can reduce the overall energy requirements needed to attain full fusing and reduce the 

does not refer to any indoor air quality requirements and/or consider related air quality regulations or 

Reusability PA 12 provide 80% post-production surplus powder reusability, producing functional parts batch 

Ordering Information

Eco Highlights
• 15

• Cleaner, more comfortable workplace—enclosed printing system, 
16

• 17

Cartridges using a non-HP chip may not work, and 

More at: 


